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Your VCC terminal should arrive in good condition. Check the 
carton for damage and store it in a safe place in the event you 
need to return the machine. If there is any visible damage to 
your machine, notify the shipping company as soon as possible 
and contact your equipment supplier. 

1. Virtual Cash Controller 
copy control terminal

2. Power cord
3. Switching power supply
4. Warranty card
5. Product Guide

Virtual Cash offers an extremely wide range of interface cables 
for modern copiers and multifunction devices. We cater to all 
brands:  Canon, Minolta, Lanier, Konica, Ricoh, Toshiba, Xe-
rox, and many others. Contact VCC for details.

The rubberized keypad is designed to be splash resistant ð it is 
not waterproof.

The switching power supply meets worldwide standards and 
covers universal supplies from 90 to 264 VAC at either 50 Hz 
or 60 Hz. In the event of failure or theft, please contact Virtual 
Cash.

For more information on our range of networked control prod-
ucts for document distribution and delivery, please contact: 

Virtual Cash
321 Blackstone Ave, Ithaca, NY 14850

info@virtualcash.biz 
or visit our Web site at www.virtualcash.biz 

Take a few minutes to complete these details. Have the 
information ready when you call Virtual Cash with ques-
tions about your product. 
Product type:    Virtual Cash Controller

Serial number:    _______________ (9 digits)

MAC address:    ___________________ (12 digits)

The optional stand is ergo-
nomically designed to promote 
greatest ease of use of the ter-
minal. Sloping the keypad and 
display towards the user, it is 
accessible by both pedestrian 
and wheelchair patrons and de-
signed for placement either at 
the front or rear of the copier. 
All cables are securely routed 
inside the stand for maximum 
security.




